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Technical datasheet

Bodopox 1500

The resin is low viscosity epoxy resin of Diglycidyl ether of Bisphenol-A + Diglycidyl ether of Bisphenol-F and reactive diluents The product has good mechanical strength and fair chemical resistance. The epoxy has good resistance against crystalization, and can be stored at ambient temperature at least 12 months.
Typical applications:

For composite structural parts filament winding or solvent free coatings. Specifically designed to be used for infusion processes, either RTM or VARTM. For hand-lay up process is it preferred to make it slightly thixotropic using Cab-O-Sil or BYK 410 or similar.

Typical Properties:

	Epoxy Equivalent Weight (g/eq)
	175-180

	Viscosity (mPas / 25(C)
	1500 - 1800

	Density (g/cm3   25(C)
	1.1-1.2

	Color (Gardner)
	<2

	Hardner:  Bodocure  INF 32  slow
	

	AHEW
	56-57

	Mixing ratio  (by Weigth)
	100 : 32

	Viscosity  of mixture  (mPas/25 C)
	280 - 300

	Pot – life  (1000g  23 C)
	160 – 180 min

	Pot – life  ( 200 g  23  C)
	>> 500 min


Handing precautions:

Product may cause skin and eye irritation. In cases of skin contact wash immediately with soap and water. For eyes, flush with plenty of water for 15 minutes and seek medical attention immediately.
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