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Technical Data Sheet


Bodocure  INF 32 Medium

Type:    
Modified aliphatic and cycloaliphatic amine curing agent

for epoxy.
Properties:   Long open time when used at room temperature –

Developed for tasks that require good temperature resistance with relatively low post-curing temperature.The system cures quite well from approx. 17-18 (C, but it is recommended to post-cure at increased temperature.
Good all-round mechanical properties. Pot life of 110-130 min.


Application:

Particularly suitable for hand laminations or at a vacuum process at 
room temperature, followed by post-curing at at least +40 (C. For manufacturing rotorblades Bodopox 1500 should be applied.

Bodopox 5000H or AF-1200 is suitable as epoxy component, for hand lay-up or vacuum infusion proces, the pot life at normal temperatures will be approx. 2 hours

Physical and chemical data:


               
Viscosity:  15-25  mPa*s

               
Bulk density:  0,93-0,98  kg/l


                
AHEW:         approx.  58 g/eq.



Mixing ratio by EEW  185:  100:32

                
Pot life:  approx. 120 min (200 g at 20 (C)


                
Tg:             90-100 (C  DSC,  10 (C/min.


Hazard labelling:


             
Corrosive and hazardous to the environment

Contact:  
Bodotex  Composites  telephone  +45 76408999
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